
Weaving Machinery is a family run company
founded in1983. Its aim from the very
beginning was to offer farmers the best
quality farm machinery at affordable prices.

Today some 30 years later our commitment
to those aims are just as important. The
company distributes farm machinery
throughout the whole of the UK, in Europe
and as far away as Africa.

The Weaving tine drill is designed and manufactured in one of Europe’s most modern and
efficient factories.  The producer specialises in the production of pneumatic seed drills for sale
throughout the cereal growing world.  The high volume of machines produced and the
advanced manufacturing technology utilised means that the drills can be sold at economical
prices compatible with present day farm incomes.

E F Weaving Ltd.
Chadbury, Evesham
Worcestershire
WR11 4TX

Tel: (+44) 01386 49155
Fax: (+44) 01386 49156

Web: www.weavingmachinery.net
E-mail: info@weavingmachinery.net
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Specification

Working Width:          3M 4M        4.8M 5M        6M       6.6M

Transport Width:          3M 2.9M       2.9M 2.9M        2.9M        2.9M

HP Requirement:        90 120       130 130            150 160

Estimated per 8 hour day 60 acres 80 acres 100 acres 100 acres 120 acres 130 acres

Wing support wheels n/a Standard Standard Standard Standard Standard

Hopper capacity 1700 litres 1700 litres 1700 litres 1700 litres 1700 litres 1700 litres

Row spacing 12.5 cm 12.5 cm 12.5 cm 12.5 cm 12.5 cm 12.5 cm

Weight 1000 kg 1140 kg 1270 kg 1270 kg 1350 kg 1500 kg

Hitch system Cat.2 Cat.2 Cat.2 Cat.2 Cat.2 Cat.2

Rear road lights Standard Standard Standard Standard Standard Standard

Options

Rear working lights ✔ ✔ ✔ ✔ ✔ ✔

Pre-emergence marker ✔ ✔ ✔ ✔ ✔ ✔

Half drill shut-off      ✔ ✔ ✔ ✔ ✔ ✔

Electronic metering ✔ ✔ ✔ ✔ ✔ ✔

Hydraulic fan ✔ ✔ ✔ ✔ ✔ ✔

*Also available in different widths to suit other tramline widths.

Simple calibration
Calibration is simple and quick using
the single point discharge chute and
screw adjustable metering
mechanism. The corrosion-proof
metering unit is maintenance free
and will maintain its accuracy
season after season. Complete
discharge of the non-corroding
hopper is made quick and easy with
the emptying hatch.

Rapid sowing depth control
Field conditions can change and
the Weaving drill working depth
can be altered quickly to match.
The switch from minimum tillage to
ploughed land is simple and quick.
Two simple and easy-to-reach
screw jacks will raise or lower the
main tine carrying frame parallel to
the ground.

Even seed beds
Wheel mark eradicator tines which,
can be individually set for working
width and depth, will open up the
seedbed after the passage of
heavy tractors over ploughed land.
All tines can have their penetration
pressure adjusted individually to
provide an even seedbed
regardless of surface conditions.

When you purchase a new or used Weaving drill, our
specialised technicians will come and set up your drill
in the field.
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Precision with simplicity



Low power requirement and all weather drilling result from the
exceptional inter-tine clearance with 4 rows of auto-reset tines. The
extra clearance means uninterrupted drilling, even when used for
minimum tillage in the trashiest conditions.

Low maintenance is required, regardless of conditions.
The Weaving tine drill breaks down worked ground in the dry or wet,
with the minimal wearing parts to replace.  It has established a
reputation as the drill to perform, whatever the season.
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● Low Power Requirement

● Low Maintenance Levels

● Seed Economy

● High Work Rate

● Multi Function Drill Control

● Low Hopper Warning

● Automatic Tramlining

Hghi trash clearanceUnique auto re-set tine Narrow transport width Even seed distribution Easy to fill Winter wheat Spring wheat

Optional extra Artimis SystemOptional extra Artimis System
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Whether used after the plough or for
minimum tillage, the Weaving pneumatic tine
drill places seed where you want it, even in
the toughest conditions.
The four rows of tines give extra clearance
and make trash problems a thing of the past.
The metering mechanism will deliver precise
quantities of everything from fine rape seed to
large beans.  Corrosion resistant materials
are used extensively to ensure the drill
maintains a consistent high performance
throughout its long working life.

Standard RDS SystemStandard RDS System

Precision with simplicity

The Weaving pneumatic drill delivers an even and
accurate quantity of seed to each spout, even with seed
rates as low as 2kg/ha and with working widths of 6.6M
wide. Driven from the land wheel for accuracy and
simplicity, the two speed metering device will deliver
accurate sowing rates of everything from fine rape and
onion seeds to large bean seeds.
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